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In re application of: Allen P. Akridge 
Docket No.: AIF32886 
Application No.: 60/101,733 
Filed: 9/24/98 
Tide: Novelty Windmill 

VERIFIED STATEMENT (DECLARATION) CLAIMING SMALL ENTITY 
STATUS (37 CFR §§ 1.9 (f) and 1.27 (b)) 
INDEPENDENT INVENTOR 



As a below named inventor, I hereby declare that I qualify as an independent inventor as defined 
in 37 CFR § 1.9 (c) for purposes of paying reduced fees under §§ 41(a) and (b) of Title 35, United 
States Code , to the Patent and Trademark Office with regard to the invention entitled: 
Novelty Windmill, described in 

[X ] the specification filed herewith 

[ ] application Serial No. * , filed * 

[ ] Patent No. * , issued 

I have not assigned, granted, conveyed or licensed and am under no obligation under contract or 
law to assign, grant, convey or license, any rights in the invention to any person who could not be 
classified as an independent inventor under 37 CFR § 1.9 (c) if that person had made the 
invention, or to any concern which would not qualify as a small business concern under 37 CFR § 
1.9 (d) or a nonprofit organization under 37 CFR § 1.9 (e). 

Each person, concern or organization to which I have assigned, granted, conveyed or licensed or 
am under an obligation under contract or law to assign, grant, convey or license any rights in the 
invention is listed below: 

PC ] no such person, concern or organization 

[ ] persons, concerns or organization listed below 

*NOTE: Separate verified statements are required from each named person,concern 
or organization having rights to the invention averring to their status as small entities. (37 CFR § 

1.27) 

I acknowledge the duty to file, in this application or patent, notification of any change in status 
resulting in loss of entitlement to small entity status prior to paying, or at the time of paying, the 
earliest of the issue fee or any maintenance fee due after the date on which status as a small 
entity is no longer appropriate. (37 CFR § 1.28 (b)). 

I hereby declare that all statements made herein of my own knowledge are true and that all 
statements made on information and belief are believed to be true; and further that these 
statements were made with the knowledge that willful false statements and the like so made are 
punishable by fine or imprisonment, or both, under § 1001 of Title 18 of the United States Code, 
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and that such willful false statements may jeopardize the validity of the application, any patent 
issuing thereon, or any patent to which this verified statement is directed. 

Allen P. Akridge 
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NOVELTY WINDMILL 

This is a conversion of Provisional application S.N. 60/101,733, filed 
September 24, 1998. 

BACKGROUND OF THE INVENTION 
The present invention relates in general to windmills, and in 
particular to windmills which may be attached to vehicles in order to 
impart mechanical movement to a display item. 

Field of the Invention 
While the invention is subject to a wide range of applications, it is 
especially suitable for use on an apparatus where the display item is, for 
example, a mascot or insignia of a sport team, and will be particularly 
described in that context. The invention also relates to a method of 
supporting a team, entity, or organization by placing a wmdrnill or similar 
wind driven device with a movable representation of a team mascot or 
team insignia on a vehicle and driving the vehicle so to impart movement 
to the team mascot or team insignia. 
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Description of the Prior Art 
The general use of stationary windmills to impart mechanical 
movements is known. For example, U.S. Patent No. 1,693,057 to Scoft; U.S. 
Design Patent No. 73,056 to Scoft; and U.S. Patent No. 154,014 to Briedy all 
show wmdmills which use the force of wind to turn a propeller which 
imparts rotary force to a crank thus imparting reciprocating movement to 
the display item. 

In such windmills, significant forces can be imparted on the display 
item if the wind becomes powerful. In such a scenario, the display item 
may be reciprocated at a very high speed, thus subjecting the display item 
and any linkages there between to large amounts of force and shock. This 
can lead to accelerated wear and tear on the apparatus, or to immediate 
breakage and failure. 

SUMMARY OF THE INVENTION 

The present invention is directed toward a novelty windmill 
apparatus which may be attached to a vehicle, such as a car, truck, or bus, 
and used to display support for a sports team or organization. The 
apparatus includes a movable display item that is driven by the wmdmill 
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as the vehicle is driven. The apparatus preferably includes a brake 
mechanism designed to control the speed of movement of the movable 
display item, particularly when the vehicle is moving at high speeds. This 
arrangement substantially obviates one or more of the limitations and 
disadvantages of the described prior art. 

One object is to provide a novel system and method to display 
support for a sports team, or organization, or other entity or person such 
as a political candidate. 

Another object is to provide a windmill novelty device that can 
safely and effectively be placed on a vehicle and operated with acceptable 
ranges of rotation and movement, regardless of the speed at which the 
vehicle is driven. 

Additional objects and advantages of the invention will be set forth 
in part in the description which follows, and in part will be obvious from 
the description, or may be learned by practice of the invention. The objects 
and advantages of the invention will be realized and attained by means of 
the elements and combinations particularly pointed out in the appended 
claims. 

To achieve the objects in accordance with the purpose of the 
invention, as embodied and broadly described herein, the invention 
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comprises a novelty windmill which includes a propeller, drive shaft which 
is driven by the propeller, a motion transmitter for transmitting motion to 
a display item, and a display item which is moved by the motion 
transmitter. The novelty windmill further includes a mechanical system 
for temporarily or permanently fixing the windmill to a vehicle. 

In a preferred embodiment, the novelty windmill includes a brake 
mechanism which controls the speed of the windmill. The brake 
mechanism preferably will develop a force to offset the tendency of the 
windmill and display item to move more quickly, as the vehicle speed 
increases. The brake mechanism thereby keeps the speed of movement of 
the display item within a fairly close range throughout its use. The brake 
mechanism may be in the form of a friction member which causes 
frictional force on the drive shaft when an air brake lever is rotated or 
otherwise moved toward the drive shaft in response to the force of moving 
air on a brake paddle member. 

The brake mechanism is designed to permit the windmill to rotate 
but prevents the wmdmill from moving too quickly, which can result in 
breakage and deterioration of the novelty windmill. This will allow the 
windmill to be placed in environments where the air speed striking the 
propeller can be very high, for example, on a moving vehicle driven at a 
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high rate of speed. 

The invention also includes a method of supporting a sports team or 
organization by placing the organization's name or mascot or insignia, or 
another identifying design or group of symbols or words, on a movable 
display item of a novelty windmill. The method can also be used to 
advertise a particular product or service. The method includes the steps of 
placing the identifying design or logo on a windmill device designed to 
impart movement to the identifying design or logo, placing the movable 
windmill on a vehicle, driving the vehicle, and controlling the degree of 
rotation of the windmill and the movement of the design or logo through a 
brake mechanism on the vehicle. 

It is to be understood that both the foregoing general description and 
the following detailed description are exemplary and explanatory only and 
are not restrictive of the invention, as claimed. The accompanying 
drawings, which are incorporated in and constitute a part of this 
specification, illustrate several embodiments of the invention and together 
with the description, serve to explain the principles of the invention. 
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BRIEF DESCRIPTION OF THE DRAWINGS 

FIG. 1 is a side view of the novelty windmill according to the first 
embodiment of the invention. 

FIG. 2 is a side view of the novelty windmill according to an 
alternative embodiment of the invention. 

FIG. 3 is a frontal view of portions of one embodiment of the brake 

mechanism. 

DESCRIPTION OF THE PREFERRED EMBODIMENTS 
Reference will now be made in detail to the present preferred 
embodiments of the invention, examples of which are illustrated in the 
accompanying drawings. Wherever possible, the same reference numbers 
will be used throughout the drawings to refer to the same or like parts. 
For the sake of description, the frontal direction is to the right, in the 
direction of travel of the vehicle in FIG. 1, and the rearward direction is to 
the left, in the opposite direction of travel of the vehicle in FIG. 1. 

FIG. 1 shows one embodiment of the present invention. This 
embodiment of the present invention is a novelty windmill which may be 
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attached to the top of a moving vehicle. The novelty windmill includes a 
display item which in this case is a movable representation of a Florida 
Gator mascot. The display item 24 is driven by a propeller 10 which 
imparts rotary motion to a drive shaft 1 2. Drive shaft 1 2 is supported by 
first vertical support 1 6 and second vertical support 1 8. Drive shaft 1 2 is 
connected to a crank 20 by any conventional attachment means, or it 
could be made unitary with the crank 2 0. The crank imparts motion to a 
linkage mechanism 2 2. Linkage mechanism 2 2 can be of a variety of 
sizes and shapes. In the embodiment shown, the linkage mechanism is a 
stiff metal wire. One end of the linkage mechanism 2 2 is connected to the 
movable portion 2 8 of the display item, by any conventional means, and 
the other end is connected, by any conventional means, to the crank 20. 

In the embodiment of FIG. 1, the display item 2 4 is made up of a 
stationary portion 2 6 and a movable portion 2 8, by any conventional 
means. Alternatively, the movable portion of the display item may be 
directly pivoted on the horizontal support 14 or any other portion of the 
support. The movable portion of the display item can be designed so that 
it reciprocates, oscillates, or follows any number of different motions 
available through conventional mechanical linkages or gears. 

The display item can be of a large variety of designs. In FIG. 1, the 
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display item is in the design of a mascot for a sport team. The display item 
can be used in a wide number of ways ranging from advertising for a 
business to simply an entertaining or funny display. 

In the first embodiment shown in FIG. 1, the linkage imparts a 
reciprocating motion to the movable portion 2 8 of the display item as the 
crank 2 0 is turned by the propeller 1 0 and the shaft 1 2. The crank 2 0 is 
shown in solid lines in a downward vertical position. When the crank is in 
the downward position, the linkage mechanism 2 2 and the movable 
display portion 2 8 are also in their respective downward positions. When 
the crank rotates 180 degrees to the position shown in dashed lines, the 
linkage mechanism 2 2 moves upwards, causing the movable display 
portion to also move upwards, rotating in the counterclockwise direction. 
These motions repeat while the drive shaft continues to rotate. 

The novelty windmill may be connected to a moving vehicle by a 
variety of different methods, including adhesives, magnets, fasteners, etc. 
In the embodiment shown, the wmdmill is attached to a window 46 of 
vehicle 48 via the attachment support 44. The support 44 has a 
generally U-shaped or V-shaped bracket that fits over the top of the 
window and is held in place when the window is moved into its top or up 
position. 
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The novelty windmill includes air brake mechanism 3 0. The air 
brake mechanism controls the speed of rotation of the windmill. The air 
brake mechanism prevents the propeller 1 0, drive shaft 1 2, crank 2 0, 
linkage 2 2, and movable display portion 2 8 from moving too quickly, 
which can result in breakage of the novelty windmill. A front view of 
portions of the brake mechanisms is shown in FIG. 3. The air brake 
mechanism is made up of brake paddle member 3 6, air brake lever 3 2, 
friction member 3 4, and spring 4 2 (see also FIG. 1). Brake paddle 
member 3 6 has a broad surface that faces toward the front of vehicle, 
when the windmill is attached, and is in a shape and size selected to 
provide the desired amount of aerodynamic resistance to properly control 
the specific windmill, linkage, and the movable design. Generally, the 
specific size and structure of the airbrake mechanism can be designed 
through testing and experimentation. 

In the embodiments shown, the paddle member 3 6 is in the shape of 
a paddle. The brake paddle could be circular, rectangular or any other 
appropriate shape. Brake paddle member 3 6 is attached to the front 
surface of air brake lever 3 2, by any conventional means. Air brake lever 
3 2 pivots about the horizontal support member 1 4 at pivot point 40, 
shown in FIG. 1, and can be attached to the member 1 4 in any 
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conventional way, such as, but not limited to, a pivot pin (not shown) 
which passes through apertures in member 3 2 and member 1 4. 

Air brake lever 3 2 has a friction member 3 4 which frictionally 
engages the drive shaft 1 2 via the frictional surface 38. In the 
embodiment shown in FIG. 3, the frictional surface is semi-circular. 
However, it can be a variety of sizes and shapes. The frictional surface 3 8 
is lightly urged against the driving shaft by a spring 4 2 which biases the 
air brake lever in the clockwise direction (as viewed from FIG. 1). The 
amount of spring force only needs to be large enough to prevent the air 
brake lever from rotating in the counterclockwise direction when the 
vehicle is at rest or moving slowly. The biasing spring prevents vibrations 
on the brake lever arm. In addition, the biasing spring prevents the 
paddle member from interfering with the propeller if the air brake lever 
were to rotate counterclockwise. Alternatively, the air brake lever can be 
designed so that it interferes with a physical stop, for example, vertical 
support 1 6, to prevent the paddle member from interfering with the 
propeller. 

The operation of the brake mechanism 3 0 is as follows. When the 
vehicle is at rest, the brake lever 3 2 and brake paddle member 3 6 are in 
the position shown in solid lines in FIG. 1. In the initial rest position, the 
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brake lever is lightly biased in the clockwise direction by spring 3 2, thus 
creating a very small amount of friction between friction surface 3 8 and 
the drive shaft 1 2. This amount of friction is minimal and will not prevent 
the drive shaft and propeller from rotating. However, when the vehicle is 
driven at increased speeds, the amount of resistance by the air paddle 3 6 
increases, causing the brake lever to rotate clockwise about pivot point 40, 
thereby increasing the frictional force on drive shaft 1 2. The increased 
frictional force on drive shaft 1 2 will help to control the speed of the 
propeller and movable display portion 28. The amount of resistance 
developed by the brake mechanism will increase as the speed of the 
vehicle increases, thereby keeping the speed of rotation of the windmill 
and the movement of the display item within a close range. Because the 
frictional force increases as a function of the vehicle speed, the propeller 
will not rotate too quickly. This will prevent possible breakage and wear 
and tear on the apparatus. 

The embodiment of FIG. 2 is an example of a different type of 
display item which may be used with the invention. In FIG. 2, the 
majority of the invention is identical to that of FIG. 1. Only the portions 
which are different will be described. In the embodiment of FIG. 2, the 
drive shaft has a roller 60 attached at the end thereof. The roller is 
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frictionally engaged with a carousel platform 6 2 on which display item 6 4 
is placed. The display item 6 4 and carousel platform 6 2 rotate about or 
with center support 66. In the embodiment shown in FIG. 2, the display 
item comprises the name or logo of a sport team. This embodiment would 
be particularly useful in the case of a school without a mascot, or for 
advertising purposes. As the propeller rotates the drive shaft, the drive 
shaft rotates roller 6 0 which it turn rotates platform 6 2. 

The windmill may be used in a variety of different environments. 
The windmill may be placed on any type of moving vehicle, for example, 
an automobile, truck, motorcycle, boat, bicycle, jetski, etc. Alternately, the 
windmill may also be placed on any stationary object so that the propeller 
is blown by the wind. 

It will be apparent to those skilled in the art that various modifications 
and variations can be made in the design of the present invention and in 
construction of this novelty windmill without departing from the scope or 
spirit of the invention. Other embodiments of the invention will be 
apparent to those skilled in the art from consideration of the specification 
and practice of the invention disclosed herein. It is intended that the 
specification and examples be considered as exemplary only claims. 
What I claim as my invention is: 
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Claim 1 . A novelty item adapted to be attached to a vehicle 
comprising: 

platform means for supporting said novelty item, 
means for attaching said platform means to a vehicle, 
said novelty item comprising at least one movable part, 
means attached to said at least one movable part for imparting 
motion to said at least one movable part, and 

means for controlling the speed of said at least one movable part. 

Claim 2. The novelty item as claimed in claim 1, wherein said 
means attached to said at least one movable part for imparting motion to 
said at least one movable part comprises: 

a propeller, 

a shaft connected to said propeller, 
a crank connected to said shaft, and 

means connecting said shaft to said at least one movable part. 



Claim 3. The novelty item as claimed in claim 2, wherein said 
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means connecting said shaft to said at least one movable part is a piece of 
stiff wire. 

Claim 4. The novelty item as claimed in claim 2, wherein said crank 
has a first portion which is disposed perpendicular to said shaft, and 
a second portion which is parallel to said shaft 

Claim 5 . The novelty item as claimed in claim 4, wherein said 
means connecting said shaft to said at least one movable part is connected 
to said second portion of said crank. 

Claim 6. The novelty item as claimed in claim 2, wherein said 
means for controlling the speed of said at least one movable part 
comprises: 

a first element mounted behind said propeller, 

a lever connecting said first element to a brake element, 

said brake element being in contact with said shaft. 

Claim 7. The novelty item as claimed in claim 6, wherein a spring 
means is mounted between said lever and said platform means for holding 
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said brake element in contact with said shaft. 

Claim 8. The novelty item as claimed in claim 1, wherein said at 
least one movable part moves in an up and down motion. 

Claim 9. The novelty item as claimed in claim 1, wherein said at 
least one movable part moves in a circular motion. 

Claim 10. The novelty item as claimed in claim 9, wherein said 
means attached to said at least one movable part for imparting motion to 
said at least one movable part comprises: 

a propeller, 

a shaft connected to said propeller, 

a roller connected to said shaft, and 

said roller engaging and rotating said platform means. 
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ABSTRACT 



A novelty windmill which includes a propeller, a drive shaft which is 
driven by the propeller, a motion transmitter for transmitting motion to a 
display item, and a display item which is moved by the motion 
transmitter. The novelty item is placed on a vehicle, so that the windmill 
and display item move as the vehicle is driven. The novelty windmill 
preferably includes a brake mechanism which controls the speed of the 
windmill. The brake mechanism may be in the form of a friction member 
which causes frictional force on the drive shaft when an air brake lever is 
rotated or otherwise moved due to the force of moving air on a brake 
paddle member. The display item can be a movable mascot or insignia for 
a sports team. The windmill may be placed on a moving vehicle. 
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DECLARATION FOR PATENT APPLICATION 

As a below named inventor, I hereby declare that: 

My residence, post office address and citizenship are as stated below next to my name. 

I believe I am the original, first and sole inventor (if only one name is listed below) or an 
original, first and joint inventor (if plural names are listed below) of the subject matter which is 
claimed and for which a patent is sought on the invention entitled Novelty Windmill, the 
specification of which is attached hereto unless the following box is checked: 
|X ] was filed on 9/24/98 as United States Provisional Application Number 

60/101,733. 

I hereby state that I have reviewed and understand the contents of the above identified 
specification, including the claims, as amended by any amendment referred above. 
I acknowledge the duty to disclose information which is material to patentability as defined in 
Title 37, Code of Federal Regulations, § 1.56. 

I hereby claim foreign priority benefits under Title 35, United States Code, § 119 of any foreign 
application(s) for patent or inventor's certificate listed below and have also identified any 
foreign application for patent or inventor's certificate having a filing date before that of the 
application on which priority is claimed. 

Prior Foreign Application(s) 

Priority Claimed 

[ ] Yes [X] No 

(Number) (Country) (Day/Month/Year Filed) 



I hereby claim the benefit under Title 35 United States Code, § 120 of any United States 
application^ ) listed below and, insofar as the subject matter of each of the claims of this 
application is not disclosed in the prior United States application in the manner provided by the 
first paragraph of Title 37, Code of Federal Regulations, § 1.56 which became available between 
the filing date of the prior application and the national or PCT international filing date of this 
application. 



(Application Number) 



(Filing Date) 



(Status - patented, pending, abandoned) 
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I hereby appoint the following attoraey(s) and/or agent(s) to prosecute this application and to 
transact all business in the Patent and Trademark Office connected therewith: 

Joseph H. McGlynn Thomas Zack 

Registration No. 38,028 Reg. No. 25,949 

Address all telephone calls to: Joseph H. McGlynn 

at: (703) 830-3534 
Fax: (703) 830-5206 

Address all correspondence to: Joseph H. McGlynn 

6111 Saddle Horn Dr. 
Fairfax, VA 22030 

I hereby declare that all statements made herein of my own knowledge are true and that all 
statements made on information and belief are believed to be true; and further that these 
statements were made with the knowledge that willful false statements and the like so made are 
punishable by fine or imprisonment, or both, under § 1001 of Title 18 of the United States Code, 
and that such willful false statements may jeopardize the validity of the application, any patent 
issuing thereon. 



Full name of sole or first inventor (firstnamepritat name) Allen P. Akridge 




Inventor's signature. 

Residence 647 NE 23rd St. ^ Citizenship USA 

Gainesville, FL 32641 

Post Office Address 647 NE 23rd St. 

Gainesville, FL 32641 



Full name of second joint inventor (first name, last name). 
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